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ǐ Copyright  

Axesstel Inc. (www.axesstel.com) holds the copyright to 

this user manual. This user manual may not be 

reproduced, distributed or changed in any form without 

Axesstel permission. 

 

 

ǐ Registered Trademark  

The registered trademarks appearing in this user 

manual are owned by their respective companies. 

 

 

ǐ Confidential & Proprietary  

This user manual is the intellectual property of Axesstel 

Inc. and its technical material cannot be copied or used 

without Axesstel permission.    

                    

http://www.axesstel.com/
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Safety Notice  

To ensure userôs safety and prevent property damage 

or accidents, please read this manualôs notice carefully 

before using the product.  

 

Caution  

Å Do not disassemble, rebuild or repair the device.  
Å Do not use the device in areas where the use of 

mobile phones is prohibited. 
Å When in hospitals and medical centers, use the 

device according to rules and regulations. 
Å Do not use the device on airplanes. 
Å Keep the device out of the reach of children. 
Å Do not touch or use the device with wet hands. 
Å Do not use the device outdoors in weather with 

thunder and lightning. 

Notice  

Å Device could be damaged or altered if it is struck, 
thrown or dropped.   

Å Handle with care.  
Å If the device malfunctions, take it to the specified 

service center. 
Å Keep the device and PCôs USB ports clean. 

Å Do not use or store with magnetic storage media. 

Å Do not use or store in extremely hot or cold places 

or places with extreme temperature changes. 

Å If the modem is disconnected from the PC while in 

use, data could be lost. Shut down all programs and 

disconnect the modem after the power LED is off. 

Å When running a notebook computer on its battery, 

the modemôs auto charging feature will shorten the 

notebook battery life.  

Å When using the modem with a desktop PC, 

maintain at least 50 cm (20 in.) distance from the 

wall. 
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Product Introduction  

Thank you for purchasing the Axesstel MV200 Series 

USB dongle. The MV200 Series is a CDMA 1x EV-DO 

Rev. A type USB Data Modem that allows you to use 

wireless Internet anywhere at any time. 

 

This model supports various frequencies according to 

the model names shown below, and each model has 

optional USIM support for all models except MV240.  

Å MV210: Supports 450 MHz 
Å MV220: Supports 800 MHz 
Å MV230: Supports 1900 MHz 
Å MV240: Supports 800/1900 MHz (Non USIM support) 

 

 

 

 

 

Product Features  

General Features  

Å USIM Support (optional) excluding the MV240  
Å Internet 
Å Short Message Service (SMS) 
Å Auto Installation (WHQL certified)  

Å Operating Temperature: -20 ̄ C ~ +50 C̄ 

Å Storage Temperature: -30 ̄ C ~ +80 C̄ 
Å Humidity: 5 ~ 95 % 
 

Technical Features  
Å Internal Type Antenna  
Å Uses PC power (No Battery / Charges from the USB port) 
Å Backwards compatible with IS-95 A/B, CDMA2000 EV-DO  

Rev. 0, A and 1X.  
Å IS-2000 data rates up to 153.6kbps in forward and reverse CH.  
Å IS-856 data rates up to 3.1Mbps forward and 1.8Mbps reverse 

channel 
Å USB 1.1 interface 
Å Software interface: IS-707 AT Command set & Qualcomm 

Extended AT command + Axesstel extended AT Command set 
Å Max power consumption: < 500mA (24dBm, USB Port Power) 
Å Standby Output Power: < -61dBm 
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Data Rate 

When in use with EV-DO Rev. A network  

Å Downloads: Up to 3.1 Mbps 
Å Uploads: Up to 1.8 Mbps 
 
* Note: The data speeds shown above may vary according  

to the operatorôs network status. 

 

Mechanica l Features  

Å LEDs: RSSI and Power indication  
Å Dimension: 35mm(W) × 92mm(H) × 9.6mm(D) 

 

Certificates  

FCC: MV240 (ID: PH7MV240) 

CE: MV210(R) and MV210L(R) 

RoHS: MV210(R) and MV210L(R) 

  

 

Product Components  

The MV200 Series product components are as follows. 

 
 
 
 
 
                                                                                                                           

 

 

 

 

Iinstallation CD 

 

* Note: The pictures in this user manual are only for 

illustrations. They may be different from what you see on 

your modem. Please refer to your modem if there are any 

differences.  

MV200 Device 

User Guide  Quick Installation Guide  



MV200 Series  

- 7 - 

 System Requirements  

Å OS: Microsoft Windows 2000, XP, and Vista  

(Additional driver support for select Linux versions 

and MAC Tiger 10.4 & Leopard 10.5) 

 

(1) Recommended Specifications  

Å CPU: Pentium III 550Mhz or higher 
Å RAM: 256MB or more  
Å VGA: Video card with 1024 I 768 resolution and 

65536 or more colors  
Å HDD: 200MB or more hard disk space  
Å Others: CD-ROM Drive or DVD Drive  
Å MAC PC: Power PC G4, G5 or Intel  

 

(2) Minimum Specifications  

Å CPU: Pentium II 300Mhz or higher 
Å RAM: 128MB or more  
Å VGA: Video card with 1024 I 768 resolution and 

65536 or more colors 
Å HDD: 100MB or more hard disk space 
Å Others: CD-ROM Drive or DVD Drive 

 

Names of Parts  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Front View  

RSSI LED Power LED 

USB Port 

Side View  

USIM Port 

RF Cable Port 
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LED Operation  

The MV200 Series has 2 LED lights, Power and Signal 

Strength. Each LED indicates the status of the device 

as follows. 

 

LED Color Description 

Power 
None  Modem Off 

Red Modem On 

Data 
Signal 

Strength 
(RSSI) 

None  No Signal  

Red Weak Signal 

Purple Medium Signal 

Blue Good Signal 

 

 

Installing the Program  

Before connecting the modem to your PC, disable any 

firewalls to prevent interruption.  

 

1. Connect the USB modem to the PC. 

 

 

 

 

 

 

 * Note:  Adjust the MV200 position,    

If needed, by rotating the swivel   

USB connector as shown in the    

Picture 
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   2. Once the modem   

is recognized by   

the PC, the program  

will automatically  

begin the installation  

process. (Windows users) ¹ 
 

 Note: Depending on your PCôs configuration, installation process 

will take between 2 to 3 minutes. 

 

¹ If youôre a MAC user, please refer to page 17 

 

3. When the installation completes successfully, 

AxessManager will appear as shown. 

 

 

 

 

Uninstalling  the Program  

The method for uninstalling the AxessManager 

program from the PC is as follows. 

 

1. On the taskbar, click [Start] - [Program] - [Axesstel] -

 [AxessManager MV200] ï [Uninstall]. 

 

 

 

2. When the window appears to ask if you want to 

uninstall the program, click Yes.* 

 

 

 

 

 

* Once AxessManager is uninstalled the MV200 device will no 

longer work with that PC, until AxessManager is reinstalled. 
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Initial Setup  

The initial setup for the product is as follows.  
 

(Connect the USB modem to the PC) 

 
1. In the AxessManager window, click [Setting]. 

 

 

 

 

 

2. In the Options window, click [New]. 

 

 

 

 

 
Å New: Register a new Internet service provider.¹ 
Å Delete:  Delete a registered Internet service provider. 

Å Properties:  View or modify a registered Internet 
service providerôs information. 

Å Modem:  Set the current location info for modem 
connections. 

 
3. In the New window, enter the Internet settings and  

click [Save]. 
 
 
 
 
 
 
 
 
 
Å Connect Name:  Enter the name of the service 

provider which will appear in the options window. 
Å Phone:  Enter the phone number for modem access. 

(The default is ñ#777)²  
¹ See carrier for specified settings. 

² The default number may be different than #777 depending on the 

country and the network operator. Check with your Service 

Provider before modifying this number.  
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Å User Name:  Enter the User ID used by the network 
operator if needed. 

Å Password:  Enter the password for Internet 
connections.  

Å Remember Password:  Set the password to be 
saved and automatically entered when connecting 
to the internet. 

 

4. Select a network operator registered in the Selected  

Service Provider  list and click the [Select] button. 

 

 

 

 

 

5. Click the  button to close the Options  window.  

Now the basic settings for connecting to the Internet  

are complete. 

 

 

Setting the PIN  

You can choose 

whether to use a  

PIN password  

through the 

following method. 

In the Modem tab, go to the PIN section and click 

Disabled and then click the [Apply] button. (Optional) 

 

Changing the PIN  

Enter the Old Pin  and the New PIN that you want, then 

re-enter the new PIN in the Verify  PIN field and click the 

[Apply] button. 
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Using the Internet  

ǐ Connecting to the Internet  

1. In the AxessManager window, click the [Connect to  

Internet] icon to connect to the Internet.   

 

 

 

 

 

2. When connected to the Internet, the [Connect to  

Internet] icon will turn blue and the connection time  

and sent/received data will be displayed. 

 

 

 

 
 
 

   Note: After connecting to the Internet, web browsers and 

other such programs can be used the same as when 

connected through a wired connection. 

 

ǐ Disconnecting from the Internet  

1. In the AxessManager window, click [Disconnect to  

Internet]. 

 

 

 

 

2. When disconnected from the Internet, the [Connect  

to Internet] icon turns purple and the connection time 

and sent/received data all appear as '0ô. 
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Using SMS  (Text Messaging)  

ǐ Modem Connection  

The method for connecting to the modem for SMS 

usage is as follows. 

 

1. In the AxessManager window, click the Modem  

Connect button ( ). 

  

 

 

 

 

2. The SMS Icon will become activated. 

 

 

 

 

ǐ Running the SMS Manager  

The method for running the SMS manager is as follows. 

 

1. Click the SMS icon. 

 

 

 

 

 

2. SMS Manager window will appear to help you  

compose and send or receive SMS messages. 
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ǐ Using the SMS Manager  
 
InBox 

In the InBox you can reply to 

received messages, send 

messages, and delete 

messages. 
 
SimIn Box  

When using an USIM card 

all messages are saved on 

the USIM card, and you can 

check the received and 

replied messages in the 

SimInBox 
 
SavedBox  

In the SavedBox, you can 

reply to received messages, 

send messages, and delete 

messages. 

OutBox  

In the OutBox you can 

check messages that have 

been sent. Also, you can 

select messages and 

forward or delete them. 
 
DraftBox  

In the DraftBox you can 

check messages that have 

not been sent but have 

been saved. Also, you can 

select messages and 

forward or delete them. 
 
Templates  

You can enter often-used 

messages in the Templates 

section. 
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Sending SMS  

The method for sending SMS messages with the SMS 

Manager is as follows. 

 

1. In the Message Box, click the [New] button. 

 

2. Enter the receiving number for  

the SMS and enter the  

message. 

 

* Note: You can send a maximum of   

10 messages at once with the SMS  

Manager. 

 

3. If you check the óDeliver Reportô   

item and click the [Send] button  

to send the message, a window  

will appear with the results. 

ǐ Disconnecting the Modem  

The recommended method for disconnecting the 

modem is as follows. 

 

1. In the AxessManager window, click the Modem 

Connect ( ) button. 

 

 

 

 

 

2. The SMS icon will become deactivated and the 

modem connection will terminate. 
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Modem Settings  

Use this application to change the modem or Internet 

settings with the modem in idle mode, click the Setting 

icon. 

 

 

 

 

 

 

Internet  

Manage the settings  

for connecting  

to the Internet in the 

 Internet  tab. 

 

 

 

 

 
Modem  

You can set the Data 

Mode and the user 

password in the Modem  

tab. 

 

 

SMS 

In the SMS tab, you can 

choose whether to Auto 

Erase messages when 

the internal memory space 

is too low. 

 

ETC. 

In the ETC. tab, you can reset  

the device and check the  

model name and S/W version. 
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Manual Install ation  

Security patches and anti-virus programs set in your 

PC may block the modemôs auto installation function.  

  

For manual installation, go to My Computer.                          

   

 

  You will find Axesstel CD drive as shown. Double  

  click it to start the installation.   

 

 

 

 
 

 

 

 

    

MAC PC Users (Driver Installation)  
 
Note: Shut down any programs that are running on your 

computer at this time. 
 

DO NOT INSERT THE DEVICE BEFORE 
INSTALLING THE USB DRIVER.  

 
1. Insert the CD and click AxesstelMSPDriver  
 

 

 

 

 

 

 

 

 

 
2. When following screen appears, click the 
   ñContinueò button.   
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3. Click the ñInstallò button to continue. Or select  
    ñChange Install Locationéò to select the  
    destination driver and folder  
 

 

 

 

 

 

 

 

4. Click the ñRestartò button to complete  
    installation.  

 

 

 

 

 
 

   Note: Your laptop will be restarted to complete driver    

   installation. After restarting, insert the MV200 device 

   into your computer. 
 

5. Go to System Preference and run Network in   
    ñInternet & Networkò group. 

 

 

 

 

 

 

 
 
 


